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Self Luminous Exit Signs

Series 700 Omni-Glo Self-Luminous Exit Signs
There are no electrical connections, no batteries, no wires, nothing but self-powered luminescent
tubes.  The signs are waterproof, explosion and spark-proof and suitable for hazardous locations.  At
full brightness they can be seen from a distance of at least 125 feet in the dark. Minimum Illumination
at the end of their guaranteed life is 100 feet.  Since their life is a function of the amount of tritium gas
In the tubes, they can be ordered In 10-year, 12, 15 and 20-year versions.

Signs have flame-resistant high impact black plastic housings and clear acrylic faces. Standard letter
color is green.  Face color is red .  Other colors and combinations are available on special order.
Standard letter size is 6' H x 2" W. and stroke width of 3/4", with universal arrows.

Standard Features
Powered by luminescent tubes.
The only non-electric full-time lighted signs!
Single or double face.
No electricity, no batteries.
Low first cost, No maintenance.
Easy installation.
Universal mounting bracket.
Illumination warranted up to 20 years.
UL rated for Class 1, Div. I Hazardous Locations.
Letter brightness is at least. 1 2 foot-lamberts.

Part Number Face Color
Number of

Sides
Housing Color Life Warranty NSN

700C -1- 20GBR Red Single Black 20 6240-01-454-1022

700C -1-15GBR Red Single Black 15 6240-01-454-1027

700C -1-10GBR Red Single Black 10 6240-01-454-1026

700C -1-12GBR Red Single Black 12 6240-01-454-1029


